
STUD WELDING UNIT
Model: PEGASAR 500 ISO

Battery Powered

• Self-sufficient, no power connection required
• Weld Up to approx. 800 10ga weld pins & 1000 cupped head pins with a single battery charge
• Work without interruption with an optional spare battery
• Cable tidy system provided via the handle
• Enclosed housing (no air vents)
• Weld in environments with increased exposure to electrical hazards
• Quick access buttons for fast setup
• Accu 150 battery 88-23-484 & Accu Charger 88-24-066 (Sold Separately)

FEATURES

Battery/110 VAC Stud Welding Unit for CD stud 
welding (capacitor discharge welding) according 
to current standards. Easy to use with per-proga-
rmmed settings. Light weight and portable makes 
this unit great for job sites. Inverter capacitor 
charging technology providing quick recharging 
times and increased duty cycle. Especially suit-
able for insulation and cupped head pins.

DESCRIPTION FEATURES PEGASAR 500 ISO

WELD RANGE Weld Pins - Up to 10 gauge, CD
Studs - Up to 3/16”
Cup Head Pins

WELD RATE 16-20 pins per minute

DIMENSIONS 18”L x 11”W x 14”H

 WEIGHT 26 LBS with Battery
24 LBS without Battery

PRIMARY 

POWER

100V TO 240V, 50/60 Hz In 
battery operation: 25.55V

• Variable Power Supply (100-240V)
• Welding Range: #4-3/16”; Cup Head Pin
• Weight is only 26 lbs
• Inverter-Capacitor Charging Technology

Powerfull & Lightweight

STUD WELDING PRODUCTS, INC
Your Number One Stud

Visit our website at www.StudWeldProd.com or email Info@StudWeldProd.com


