
STUD WELDING PRODUCTS, INC.

Soyer Collets

Use With: Model No.

10-24 Weld Stud CDBS-018

1/4-20 Weld Stud CDBS-025

7/16 Keyhole Stud CDBS-043 keyhole

Collets Inserts

Use With: Model No.

C1-018-050

C1-025-050

7/16 Keyhole Stud C1-043-keyhole

Standard Adjustable Chucks

Use With: Model No.

10-24 Weld Stud CN-018

1/4-20 Weld Stud CN-025

7/16 Weld Stud CN-043

B-Type Collet

Use With: Model No.

10-24 Weld Stud CDB-018

1/4-20 Weld Stud CDB-025

7/16 Weld Stud CDB-043 keyhole

Model No. 131-1039-00

The slim-Line Gun is another form of collet extender, and can be preferable above 

the others. The Slim - Line Gun is a fully Self - Contained, Self -triggering CD 

weld gun. This gun plugs directly into the welder.

FEATURES StudPro-2500Xi StudPro-3215Xi StudPro-3750Xi

SIZE 14”x10.5”x11.5” 14”x10.5”x11.5” 14”x10.5”x11.5”

POWER UNIT WEIGHT 18 lbs. 20.8lbs. 23.4 lbs.

WELD RANGE 14ga. through 1/4” stainless 14ga. through 5/16” stainless 14ga. through 3/8” stainless

DUTY CYCLE 18 studs per minute 

(including 1/4”)

14 studs per minute 

(including 5/16”)

10 studs per minute 

(including 3/8”)

PRIMARY POWER 110 VAC @ 50/60 HZ 15 AMP 
220 VAC @50/60 HZ 7.5 AMP

110 VAC @ 50/60 HZ 15 AMP 
220 VAC @50/60 HZ 7.5 AMP

110 VAC @ 50/60 HZ 15 AMP 
220 VAC @50/60 HZ 7.5 AMP

CHARGE VOLTAGE 35-200 VDC 35-200 VDC 35-200 VDC

CABLE

LENGTH

Includes a #4x 25’ gun cable and 

(2) pcs #4 x 15 ground cable

Includes a #4x 25’ gun cable and 

(2) pcs #4 x 15 ground cable

Includes a #2 x 25’ gun cable and 

(2) pcs #2 x 15 ground cable

CAPACITANCE 76,000 114,000 152,000

800.252.1919

Shaft extender

Remote collet extender

Slim Line CD Gun



WELD STUDS & FASTENERS

Copper Flashed

Weld Studs

CD Type

Size Length Prt Model No.

10-24 3/8”(9mm) FLMS 1024 38

10-24 1/2”(13mm) FLMS 1024 12

10-24 5/8”(16mm) FLMS 1024 58

10-24 3/4”(19mm) FLMS 1024 34

10-24 1”(25mm) FLMS 1024 1

10-24 1-1/2”(38mm) FLMS 1024 112

1/4-20 3/8”(9mm) FLMS 1420 38

1/4-20 1/2”(13mm) FLMS 1420 12

1/4-20 3/4”(19mm) FLMS 1420 34

1/4-20 1”(25mm) FLMS 1420 1

Stainless Steel

Weld Studs

CD Type

Size Length Model No.

10-24 3/8”(9mm) FLSS 1024 38

10-24 1/2”(13mm) FLSS 1024 12

10-24 5/8”(16mm) FLSS 1024 58

10-24 3/4”(19mm) FLSS 1024 34

10-24 1”(25mm) FLSS 1024 1

1/4-20 3/8”(9mm) FLSS 1420 20

1/4-20 1/2”(13mm) FLSS 1420 12

1/4-20 3/4”(19mm) FLSS 1420 34

1/4-20 1”(25mm) FLSS 1420 1

Threadless Weld Studs - 18-8 Stainless Steel

Model No. NFLSS 14 12

1/4” DIA. x 1/2” LG.

(6mm DIA. x 13mm LG.)

Threadless Weld Studs - 18-8 Stainless Steel

Model No. NFLSS 31612

3/16” DIA. x 1/2” LG.

(4.7mm DIA. x 13mm LG.)

Combination Locknut - Hex Nut/Lockwasher

Model No. KD102410NOEQZZ

Zinc Plated  -  Size 10-24

Internal screw height clearance of 1/2”(13mm)

Model No. KD102410NOEQ

Bright Nickel  -  Size 10-24

Internal screw height clearance of 1/2”(13mm)

Model No. Palnut #10

Zinc Plated  -  Size 10-24

Model No. Wire tie assy blk

Wire Tie Stud

Model No. Palnut #1/4

Zinc Plated  -  Size 1/4-20

STUD WELDING PRODUCTS, INC.

Stainless Steel Cap Nuts

Size Model No. Internal Screw

Height Clearance

10-24 Acorn SS 1024 5/16”(8mm)

1/4-20 Acorn SS 1420 3/8”(9.5mm)

Note: Other sizes available upon request.

Stainless Keyhole Weld Studs

Model No. KHSS 1/16 x 1/8w 1/4 x 1/8

See detail below for size

Note: Other sizes available upon request.

Note: Other sizes available upon request.

.4375

.125

.125

.25

With Millions of Studs in stock!

Model No. 

Push Type Grounding Stud 

Available in single or double post.

Single - 30-10-063

Double - 30-12-063

n

Visit our website at www.StudWeldProd.com or email Info@StudWeldProd.com


